SERIES GROUP CONFIGURATION

m m
quulfl@ Centrifugal Pump

ENDURA | Close-Coupled Version
www.liquiflo.com Base Assembled

UNITS: inches [mm]
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MOTOR HD MAX. HG BASE PLATE
FRAME M R HA HB D=5.25 X Y HE HF MAX. HH HL HP PART NO.
56C 350 | 1.75 15 38 8.65 4.0 6.5 6.0 35.5 3.4 0 45 1.25 3519-050
143/145TC 350 | 1.75 15 38 8.65 4.0 6.5 6.0 35.5 3.4 0 45 1.25 3519-050
182/184TC 450 | 0.75 15 38 8.65 4.0 6.5 6.0 35.5 3.4 0 4.5 1.25 3519-050
213/215TC 5.25 0 15 38 8.65 4.0 6.5 6.0 35.5 3.4 0 4.5 1.25 3519-050
254/256TC 6.25 0 15 38 9.65 4.0 6.5 6.0 35.5 3.4 1 45 1.25 3519-050
284/286TC 7.00 0 15 38 10.40 4.0 6.5 6.0 35.5 3.4 1.75 45 1.25 3519-050
IEC 71 2.80 | 2.45 15 38 8.65 4.0 6.5 6.0 35.5 3.4 0 4.5 1.25 3519-050
IEC 80 3.15 | 2.10 15 38 8.65 4.0 6.5 6.0 35.5 3.4 0 4.5 1.25 3519-050
IEC 90 354 | 1.71 15 38 8.65 4.0 6.5 6.0 35.5 3.4 0 45 1.25 3519-050
IEC 100 394 | 1.31 15 38 8.65 4.0 6.5 6.0 35.5 3.4 0 45 1.25 3519-050
IEC 112 441 | 0.84 15 38 8.65 4.0 6.5 6.0 35.5 3.4 0 4.5 1.25 3519-050
IEC 132 5.20 | 0.80 15 38 9.40 4.0 6.5 6.0 35.5 3.4 0.75 4.5 1.25 3519-050

NOTES:
1) Motor back should not extend beyond base. DWG. NO. DIM-E1-CC-BASE REV.




